TPC wood, Thermowood Panel Cladding
TPC panels are made of thermowood, and their colors are quite natural.
They are environmentally friendly and have not added any chemicals to them.
They are cut from small pieces of wood and cut back around it again.
Insecticides do not harm it. Strong against cold and heat. The sun's rays do not affect
it. It is well formed.
By installing it inside or outside the building creates a positive wave and is very
beautiful.
Install it with needle nails, screws, silicone glue or adhesive foam
The design of this type of panel is such that it allows it to
be installed on any surface with a screw or punch needle.
Of course, before installation, a normal vertical profile
should be used as a chassis.

TPC is designed in 2 types :
1 - Thickness of 19 mm thickness,
This type is made up of small tiles that, due to their high thickness, can be stacked together and ultimately made into
the shape of the desired panel, as seen in the figure.
2- Tiles of thickness 7 mm,
This type consists of small tiles that, due to their low thickness, should be arranged in separate tiles and mounted on a
wall or a certain surface. On the next page is visible.
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TPC panels can dip inside each other and create designs, such as desks, benches, sofas and so on.

It is packed in carton and each carton
contains 1.20 centimeters square.

TPC wood, Thermowood Panel Cladding
Tiles of thickness 7 mm,

7mm.

The size of each tile is usually adjustable and can be small and enlarged
according to the order.
But the right size to the experience is 53 mm at 290 and 7 mm thick.

Tiles of thickness 7 mm,
This model can be installed in three ways:
1- Silicone glue
2- Ceramic glue
3- Foam sticking behind each tile

A standard definition for a Thermowood is produced by heat treating Finnish grown pine and
spruce to temperatures in excess of 200 degrees centigrade. During the heat treatment,
chemical and structural changes occur within the timber which alter and improve some of its
basic characteristics.
Thermowood cladding is durable with outstanding stability. Thermowood is an outstanding
choice for exterior and interior claddings .
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